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ITEM NO. PART NUMBER DESCRIPTION MATERIAL QTY.

1 SA-00057 10m Post Top Column SEE BOM 1

  40-00054 10m Post Top Column 6063-T6 1
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Reason for change: Name: Date:

Tolerance:   EN 40  Unless otherwise stated         
       

Customer Approv. Sig:

RAL Code

Weight:

Center of Mass Y Center of Mass Z
0.00 3298.31 -2.40

samt 05/10/2016
Gregg Hughes 22/09/2017

57310.30 g
SEE BOM 10m Post Top Column

TECHNICAL UPDATE

 TECHNICAL UPDATE

INNER TUBE CHANGE

JS

ST

GH

22/09/2017

16/11/2016

09/11/2016

N/A

STANDARD SPECIFICATION
MACHINE BRUSHED FINISH •
EARTH BOLT (INTEGRAL) IN DOOR EARTH BOLT (BASE COMPARTMENT) •
SECURED BY A2 S/S M8 X 30 BOLT, NUT & LOCKING WASHERS  
HARDWOOD BACKBOARD SECURED BY A2 S/S M6 SCREWS•
FLUSH FITTING DOOR WITH DUAL TAMPERPROOF DOOR LOCKS•
THERMOPLAST ROOT PROTECTION•
COLUMN BASE PROTECTOR•
CABLE ENTRY PROTECTOR•
TYPE 5 PRESSED STRESS INNER TUBE•
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